
DETERRENCE AND  
INTERCEPTION LASER

LDI

Developed in France by GEIM, the LEI is a 
portable, autonomous, and non-lethal green 
laser designed for deterrence and marking 
of hostile individuals.

Robust and safe (Class 2M), it delivers 
outstanding reliability and performance 
even in the most demanding environments.



FABRIQUÉ EN FRANCE

Parc Technologique de Soye 
4, rue Galilée
56270 PLŒMEUR

+33 297 865 835

contact@geim.fr

Technology
The LDI pushes the limits of laser technology with 
its advanced beam-shaping innovations, delivering 
unmatched power and efficiency. Its robust design 
ensures optimal reliability in demanding maritime 
and military environments.

An integrated active eye-safety system guarantees 
safe operation: the LDI is classified Class 2M according to the EN-IEC 
60825-1 standard, ensuring international reliability and compliance.

Thanks to GEIM’s complete technological expertise, the LDI combines 
high performance with enhanced operational safety, offering a non-
lethal deterrence and interception solution for long-range engagements.

Fully autonomous and portable, the LDI provides the longest non-lethal 
dazzling range on the market, effective over several kilometers.

www.geim.fr

Voir la vidéo

Specifications
 Laser source: 6000 mW – Class 2M certified

 Operational time: over 30 minutes without  
	 recharging

 Waterproof for outdoor operations (IP67) 
	 Integrated active eye-safety system

 Circular beam: 2.5 m diameter at 500 meters

 Fixed and strobe modes

 Weight: < 5.5 kg

 Effective range: 100–500 m in daylight,  
	 up to 1500 m at night (dazzling)

 Visible signal beyond 20 km

Applications
Fields

 Military security

 Maritime and  
	 port security

 Public safety

 Oil and gas  
	 platforms

 Commercial and  
	 cruise shipping

 Bird hazard control  
	 on airports



DAZZLING AND  
INTERDICTION LASER

LEI

Developed in France by GEIM, the LEI is a 
portable, autonomous, and non-lethal green 
laser designed for deterrence and marking 
of hostile individuals. 

Robust and safe (Class 2M), it delivers 
outstanding reliability and performance even 
in the most demanding environments.



Specifications
 Laser source: 700 mW, Class 2M certified

 Operational autonomy: over 60 minutes

 Waterproof for outdoor operations (IP65)

 Integrated active eye-safety system

 Circular beam: 0.6 m diameter at 10 meters

 Fixed and strobe modes

 Weight: 800 g

 Effective range: 4–20 m in daylight,  
	 up to 100 m at night (dazzling)

 Visible signal over several kilometers

Applications
Fields

 Law enforcement

 Security on  
	 merchant and  
	 cruise ships

 Protection of  
	 sensitive sites

 Public safety
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Technology
The LEI concentrates remarkable power in a compact format, 
providing exceptional efficiency for dazzling, interdiction, and 
marking operations against hostile targets.
An integrated active eye-safety system ensures safe operation: 
the LEI is classified Class 2M in compliance with the EN-IEC 
60825-1 standard — a guarantee of international reliability and 
conformity.

As a portable, non-lethal deterrence and 
control solution, the LEI is ideal for dazzling 
or neutralizing individuals without resorting 
to lethal force, denying access to sensitive 
areas, and clearly marking or identifying a 
target or individual from a distance.

www.geim.fr

Voir la vidéo



EDI

Developed and manufactured in France by 
GEIM, the EDI is a powerful and modular 
dazzling system designed for short-range 
operations.
 
Compact and autonomous, it delivers 
up to 28,000 lumens and adapts to all 
environments — whether used in mobile or 
fixed mode.

INTEGRATED DEFENSIVE 
DAZZLING SYSTEM



Specifications
 Lighting power: 28,000 lumens  

	 (2 light heads)

 Operational time: > 1 hour at standard power

 Waterproof for outdoor operations (IP67)

 Operating modes: normal fixed, boost fixed,  
	 strobe boost

 Weight: < 1.3 kg

 Effective range: up to 30 m

 High-intensity white light: 6500K

 Wide beam angle: 37°

Applications
Fields

 Dazzling, marking

 Investigation  
	 and assault

 Law Enforcement
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Technology
To best meet operational requirements, GEIM has developed a new 
generation dazzling system optimized for distances up to 30 meters. 
With its exceptional luminous power, the EDI adapts to any situation, 
whether deployed on the move or stationary.

Versatile operating modes: mobile use with shield mounting and 
onboard battery, or fixed installation powered by mains supply.

High luminous output: each light head delivers up to 14,000 lumens, available in 
continuous or strobe mode.

Smart energy management: optimized electronics extend battery life during mobile 
operation.

Operational robustness: designed for demanding 
environments and tactical constraints.

The EDI combines performance, integration 
simplicity, and endurance, meeting the highest 
operational demands of intervention units.

For custom configurations or developments (number 
of light heads, battery autonomy, remote controls, etc.), please 
contact our technical team.

www.geim.fr

Voir la vidéo



BIM

The BIM is an intelligent and versatile beacon 
designed for tactical and operational 
marking.

Visible from over 8 km, waterproof (IP67), 
and programmable, it provides over 8 
hours of autonomy and features radio 
synchronization between beacons for 
accurate and reliable marking.

BEACONS FOR IDENTIFICATION 
AND MARKING



 

Specifications
 Battery life > 8 hours continuously

 Rechargeable

 Powerful White and IR lighting on the front  
	 Red/Green on the rear

 Programmable

 Waterproof (IP67)

 Anti-lift

 Communicative

Applications
Fields

 Zone marking  
	 (DZ/LZ .....)

 Marking of landing  
	 zones for aircraft  
	 and helicopters.
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Technology
The high level of technology as well as the overall mastery of the 
product allow GEIM to produce simple and effective equipment for 
all marking or identification operations. Our beacons are equipped 
with high-performance LEDs visible at night up to more than 8km.

BIM is much more than a simple beacon, it allows you to choose 
between flashing or fixed mode, white or IR. Triggering can be 
activated by motion and remotely by radio. The features offered 
make it possible to synchronize all the beacons together to create 
zone marking (DZ/LZ, etc.).

Easily positioned using ground stakes, a very compact 
and lightweight tripod allowing optimal orientation of 
the markers. Finally, the anti-violation device allows, 
in the event of discovery and movement of one of the 
beacons, to interrupt it immediately, indicating that 
the area has been compromised and risky.

www.geim.fr

Voir la vidéo



BIM

The BIM Vector is a high-performance 
marking beacon designed for land and 
maritime platforms.

Visible from over 10 km, waterproof (IP67), 
and autonomous for more than 5 hours, it 
emits white or IR signals in steady, flashing, 
or Morse mode, ensuring quick and reliable 
identification.

VECTOR
BEACONS FOR IDENTIFICATION 
AND MARKING
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Technology
The high level of technology as well as the overall mastery of the 
product allows GEIM to produce a simple and efficient device for 
all your marking or tracking operations. Our beacons are equipped 
with high-performance LEDs visible from more than 10 km and an 
intelligent energy management device to extend the operating 
time.

BIM Vector is the specific version for vectors (land vehicles and 
watercraft) of the BIM tag.

It allows the emission of an intense white, IR (850nm), continuous, flashing or MORSE 
light signal for the identification and authentication of land or maritime vehicles.

It is easily positioned thanks to its specific interface for any type of vector. 
It can be activated on demand from a proximity command.

The basic beacon incorporates a network of LEDs (White or IR) and 
a charge level indicator. A simple button allows operation and mode 
selection (fixed, flashing or MORSE).

www.geim.fr

Voir la vidéo

 

Specifications
 Battery life > 5 hours continuously

 Rechargeable

 Powerful white or IR lighting (850/940nm)

 Waterproof (IP67)

Applications
Fields

 Vehicles and  
	 Boats marking

 «Friends»  
	 identification

 Marking of 
	 EOD zones
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